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In the specification : 

Please replace paragraph 0016 with the following paragraph: 

A right side panel 41 is foldably connected between the 
inner back panel and front panel 21. The front panel 21 has a 
dispensing opening 23. Within the dispensing opening is a first 
shelf panel 25 and second shelf panel 25 27 whose operation will be 
explained later. A bottom closure panel 91 is foldably connected 
to the bottom edge of the front panel 21. Any conventional bottom 
panel may be used with the carton. 


Please replace paragraph 0021 with the following paragraph: 


Once disengaged, the front panel can be folded completely 
open to position away from the container as shown in Figure 3. 
With the cover panel 81 out of the way, the dispensing opening and 
shelf can be formed. The dispensing opening and shelf are formed 
by folding the first shelf panel 25 downwardly to be parallel to 
the bottom closure 91. A tab 5© formed between the first shelf 
panel 25 and second shelf panel 27 engages the notch 58 formed in 
the inner back panel 51 to maintain the shelf in place. The second 
shelf panel 27 may be removed or folded against the inner back 
panel 51. The front cover can then be removed by tearing along the 
tear seam 73 as shown in Figure 4. Once the cover panel has been 
removed and the shelf formed, the carton is in a display 
configuration with a gravity feed of the contents to the dispensing 
opening 23. 


